
HERZOG Maschinenfabrik GmbH & Co. KG
Auf dem Gehren 1 
49086 Osnabrück 
Germany

	 +49 541 9332-0 
Fax	 +49 541 9332-32

E-Mail	 info@herzog-maschinenfabrik.de 
www.herzog-maschinenfabrik.de

HERZOG Automation Corp.
16600 Sprague Road, Suite 400 
Cleveland, Ohio 44130 
USA

	 + 1 440 891 9777 
Fax	 + 1 440 891 9778 

E-Mail	 info@herzogautomation.com 
www.herzogautomation.com

HERZOG Japan Co., Ltd. 
3-7, Komagome 2-chome 
Toshima-ku 
Tokio 170-0003, Japan

	 + 81 3 5907 1771 
Fax	 + 81 3 5907 1770

E-Mail	 info@herzog.co.jp 
www.herzog.co.jp

HERZOG (Shanghai) Automation  
Equipment Co., Ltd.
Section A2,2/F, Building 6, 
No.473, West Fute 1st Road, 
China (Shanghai) Pilot Free Trade Zone， 
Shanghai, 200131,P.R. China

	 +86 21 50375915 
Fax	 +86 21 50375713

E-Mail	 info@herzog-automation.com.cn 
www.herzog-automation.com.cn
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Technical data
Model HT 350

		 •   Colour	 RAL 5007/7035  

•   Accessories	 1 Set of wrenches

Dimensions L x W x H 

Machine	 840 mm x 790 mm x 1060 mm 

Machine incl. Packing	 1150 mm x 1100 mm x 1600 mm 

Disc diameter	 350 mm

Weight 

Machine	 315 kg	  

Machine incl. Packing	 461 kg

Power 

Total load	 5.0 KW 

Motor power for dedusting	 0.6 KW 

rotating speed of disc	 2800 min-1 (50 Hz), 	3400 min-1 (60 Hz) 

Motor power of disc	 each 1.5 KW

Options 

Selection of second  

Rotating speed	 2800 min-1/1400 min-1 (50 Hz),  

	 3400 min-1/1700 min-1 (60 Hz) 

Motor power of disc	 each 1.9 KW 

Safety foot pedal	 on request	  

Mechanical sample holder	 D= 35 – 45 mm 

Magnetic sample holder	 D= 45 mm, D= 50 mm

Accessoires	  

Magnetic sample holder	 D= 40 mm




