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HR-L 

Technical data 

 
Dimensions: 

HR-L1:      1,180 x 1,180 x 1,615 mm 

HR-L2:      1,295 x 1,180 x 1,615 mm 

HR-L3:      1,660 x 1,180 x 1,615 mm 

HR-L4:      1,895 x 1,180 x 1,615 mm 

HR-L5:      2,180 x 1,180 x 1,615 mm 

HR-L6:      2,505 x 1,180 x 1,615 mm 

HR-L7:      2,505 x 1,180 x 1,615 mm 

HR-L8:      2,505 x 1,180 x 1,615 mm 

 

Weight: 

HR-L1:      Approx. 600 kg 

HR-L2:      Approx. 800 kg 

HR-L3:      Approx. 910 kg 

HR-L4:      Approx. 1,000 kg 

HR-L5:      Approx. 1,100 kg 

HR-L6:      Approx. 1,560 kg 

HR-L7:      Approx. 1,660 kg 

HR-L8:      Approx. 1,760 kg 

 

Power supply and consumption: 

Voltage:      400 V, 50 Hz, 3-phase, or other as required 

Neutral conductor:    Not required 

 

Electrical switch cabinet (integrated in the machine housing): 

Programmable controller:   Simatic S7 or Allen Bradley 

Protection class:    IP 44 

Insulation class:     B 

 

Compressed air supply: 

Pressure:      Min. 5 bar, max. 10 bar 
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Options: 

The fully automatic HR-L laboratory station can receive and dispatch different sample 
materials. Depending upon kind of sample material and customer specifications the 
automatic HR-L laboratory station can be equipped with dosing systems, output systems, 
systems for resetting samples, manual inputs, magazines, etc. 

 

The design of the machine complies with the applicable accident prevention and VDE 
regulations.  

We reserve the right to make technical modifications. 


