
HERZOG CRUSHER, PULVERIZING MILL
AND PELLET PRESS

for Automatic, Analysis-Ready Preparation of Powder 
and Granular Samples for XRF/XRD Analysis

FULLY AUTOMATIC PREPARATION LINE 
FOR ALUMINIUM BATH SAMPLE



HERZOG CRUSHER, PULVERIZING MILL AND PELLET PRESS 
for automatic, analysis-ready preparation of powder and granular samples for XRF/XRD analysis

PREPMASTER
Connection to

XRF / XRD

HP-CA

HP-MA

HP-PA

TECHNICAL DATA – Jaw Crusher

Model HP-CA
Colour: Blue/white, RAL 5007/7035
Labelling: German
Operating manual: 1 copy, English

Dimensions (LxWxH) and weight
Overall dimension: 850 x 900 x 1915 mm
Weight: 650 kg

Power supply and Power consumption:
Voltage: standard 400 V, 50 Hz, 3-phase *
Neutral conductor: not required
Power draw: 2,0 kVA

Compressed air supply and consumption:
Pressure: min. 5 bar; max. 10 bar
Consumption: 500 dm3N/sample

Waste Connections
Position dust collection: back of machine
Outside diameter: 50 mm
Dust collection capacity: 6-10m3/min at 2100 Pa

Electrical control cabinet (integrated)
PLC control: SIMATIC S7-300
Control voltage: 24V DC
System of protection IP 44
Insulation class: B

Processing parameters
Grinding time: 0-999 s
Working time: approx. 1 min

Processable samples
Grain size: max. 20 mm
Hardness: max. 9 Mohs
Temperature: max. 100° C

* other power supply as requested

FULLY AUTOMATIC 
PREPARATION LINE FOR

ALUMINIUM BATH SAMPLE

Magazine for empty cups

Metal detector

Sample infeed
magazine for
up to 100 cups



HERZOG MASCHINENFABRIK GMBH +CO.
Auf dem Gehren 1, D-49086 Osnabrück-Lüstringen
Telefon: +49 541 93320, Telefax: +49 541 933232
E-Mail: info@herzog-maschinenfabrik.de
www.herzog-maschinenfabrik.de

HERZOG AUTOMATION CORP.
16600 Spargue Road, Cleveland, Ohio 44130, USA 
Telefon: +1 440 891 9777, Telefax: +1 440 891 97 78
E-Mail: herzog @herzogautomation.com
www.herzogautomation.com

HERZOG JAPAN LTD.
3-7, Komagome, 2- chrome, Toshima-ku,
Tokyo 170-0003, Japan
Telefon: +81 3 5907 1771, Telefax: +81 3 5907 1772
E-Mail info@herzog.co.jp
www.herzog.co.jp

TECHNICAL DATA – Pellet Press

Model HP-PA
Colour: Blue/white, RAL 5007/7035
Labelling: German
Operating manual: 1 copy, English

Dimensions (LxWxH) and weight
Overall dimension: 1050 x 900 x 1600 mm
Weight: 750 kg

Power supply and Power consumption:
Voltage: standard 400 V, 50 Hz, 3-phase *
Neutral conductor: not required
Power draw: 2,5 kVA

Compressed air supply and consumption:
Pressure: min. 5 bar; max. 10 bar
Consumption: 1200 dm3N/sample

Waste Connections
Position dust collection: back of machine
Outside diameter: 50 mm
Dust collection capacity: 6-10m3/min at 2100 Pa

Electrical control cabinet (integrated)
PLC control: SIMATIC S7-300
Control voltage: 24V DC
System of protection IP 44
Insulation class: B

Processing parameters
Pressing time: approx. 60 s
Pressing force: 5-40 t

Processable samples 
Material: granular, minerals of different kinds
Grain size: max. 100 µm
Hardness: max. 9 Mohs

* other power supply as requested

TECHNICAL DATA – Pulverizing Mill

Model HP-MA
Colour: Blue/white, RAL 5007/7035
Labelling: German
Operating manual: 1 copy, English

Dimensions (LxWxH) and weight
Overall dimension: 850 x 900 x 1600 mm
Weight: 610 kg

Power supply and Power consumption:
Voltage: standard 400 V, 50 Hz, 3-phase *
Neutral conductor: not required
Power draw: 2,5 kVA

Compressed air supply and consumption:
Pressure: min. 5 bar; max. 10 bar
Consumption: 1500 dm3N/sample

Waste Connections
Position dust collection: back of machine
Outside diameter: 50 mm
Dust collection capacity: 6-10m3/min at 2100 Pa

Electrical control cabinet (integrated)
PLC control: SIMATIC S7-300
Control voltage: 24V DC
System of protection IP 44
Insulation class: B

Processing parameters
Grinding time: 0-999 s
Working time: approx. 2 min + grinding time

Processable samples
Material: granular, minerals of different kinds
Grain size: max. 5 mm
Hardness: max. 9 Mohs

* other power supply as requested
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